
Kirchhoff Schlagwerkartist series  |  F A C T S

W O O D S

We use 100% of one wood for artist series - all
layers are amde of the same veneer. The shells
are crossglued laminated.

- Walnut
8-18" 8 layers with 4.8 mm thickness
20-24" 10 layers with 6 mm thickness

- Bubinga
8-18" 8 layers with 4.8 mm thickness
20-24" 10 layers 6 mm thickness

- Maple
8-16" 6 layers with 4 mm thickness
18-24" 8 layers with 5.5 mm thickness

S O U N D

Bubinga

provide rich and fat low end as well as deep,
dark tones wit a clear projection and sustain

Walnut

naturally EQ'ed warm, round tone with great low-
end and enough cut to be heard through any mix.

Maple

delivers a mellow, warm and very balanced
round tone.

F E A T U R E S

+ Snares come with advanced throw-off for
extra smooth handling

+ 2.3 mm tripleflange powerhoops

+ Mini mass lugs with 60th toaster design

+ Custom sizes available (nearly every
depth is realizable)

+ Handcraftes precision snarebeds and
bearing edges

+ All diameters from 6” to 24”

F I N I S H E S

+ Natural satin Finish realized with organic
oil and wax (best for clear authentic tone)

+ Solid colors with or surface inshine matte

more than .100 tones

You name us a RAL tone and we try to match
this color.

+ colors and colors10 pearl 11 sparkle

+ Additional options to add you´ll find in
our custom shop
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